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(57) ABSTRACT

A content provider transmits instructions to a content receiver
to record multiple instances of content. The instances of con-
tent are included in the same frequency band of a broadcast
transmitted by the content provider via a first communication
link and scrambled utilizing the same control word. The con-
tent provider determines to supplement the multiple instances
of'content and transmits an instruction to record a supplemen-
tal instance of content from a second content provider via a
second communication link. The content receiver receives the
instructions and accordingly receives, descrambles, and
stores the multiple instances of content and the supplemental
instance of content. In some implementations, the first com-
munication link may be a satellite communication link and
the second communication link may be a different type of
communication link such as a terrestrial broadcast commu-
nication link and/or an Internet protocol communication link.
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AUTOMATICALLY RECORDING
SUPPLEMENTAL CONTENT

CROSS-REFERENCES TO RELATED
APPLICATIONS

This Application is a Continuation and claims priority to
co-pending U.S. patent application Ser. No. 13/215,702, filed
on Aug. 23, 2011, and entitled AUTOMATICALLY
RECORDING SUPPLEMENTAL CONTENT, the entire
disclosure of which is incorporated by reference for all pur-
poses.

FIELD OF THE INVENTION

This disclosure relates generally to content recording, and
more specifically to automatically recording content that is
associated with other automatically recorded content and
therefore supplements the other automatically recorded con-
tent (which may replace instead of adding to the other content
in some cases).

SUMMARY

Content may be defined as online content if it is broadcast
by a programming provider and may be defined as offline
content ifit is available from a source other than broadcast by
the programming provider. In one or more implementations,
systems and methods of the present disclosure may supple-
ment recording of online content that is automatically
recorded when broadcast by a programming provider (such as
a satellite programming provider) by automatically recording
one or more instances of offline content (which are associated
in one or more ways with the online recorded content) from a
source other than the content broadcast by the programming
provider. For example, the offline content may include con-
tent broadcast by one or more terrestrial broadcast systems
and/or other over-the-air content transmission systems, con-
tent available via one or more Internet protocol connections,
and/or any source of content other than that broadcast by the
programming provider. Further, the recorded offline content
may be considered to supplement the recorded online content
because the recorded offline content is associated with the
recorded online content and is obtained from a source other
than the broadcast of the programming provider as opposed to
the recorded offline content being limited to trailers for the
recorded online content and/or other such supporting content.

As such, the present disclosure discloses systems and
methods for automatically recording supplemental content.
One or more first content providers may transmit instructions
to one or more content receivers to record multiple instances
of content. The multiple instances of content may be included
in the same frequency band of at least one broadcast trans-
mitted by the content provider via a first communication link
and scrambled utilizing the same control word. The content
provider may determine to supplement the multiple instances
of content (which may be based on associations between the
multiple instances of content and supplemental content) and
may transmit one or more instructions to record one or more
supplemental instances of content from at least one second
content provider via a second communication link.

The content receiver may receive the instructions to record
the multiple instances of content and may accordingly receive
and store (and/or descramble, decode, display, and/or per-
form other such operations) the multiple instances of content.
The content receiver may also receive the instruction to
record the supplemental instance of content and receive the
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supplemental instance of content via the second communica-
tion link and store the supplemental instance of content.

In some implementations, the first communication link
may be a satellite communication link and the second com-
munication link may be a different type of communication
link such as a terrestrial broadcast communication link and/or
an Internet protocol communication link.

In various implementations, the multiple instances of con-
tent may all be members of a group of content and the supple-
mental instances of content may be members of the group of
content that are not included in the multiple instances of
content, different versions of instances of content included in
the multiple instances of content, instances of content that
correspond to subchannels of channels that correspond to
instances of content included in the multiple instances of
content, and so on.

In some implementations, the supplemental instance of
content may be not be available from the content provider that
provides the multiple instances of content but is available
from another content provider. Further, in various implemen-
tations, the supplemental instances of content may be selected
based on received user input. Moreover, in some implemen-
tations, the recording of the supplemental instance of content
may replace one of more of the recorded multiple instances of
content.

It is to be understood that both the foregoing general
description and the following detailed description are for
purposes of example and explanation and do not necessarily
limit the present disclosure. The accompanying drawings,
which are incorporated in and constitute a part of the speci-
fication, illustrate subject matter of the disclosure. Together,
the descriptions and the drawings serve to explain the prin-
ciples of the disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating a system for auto-
matically recording multiple instances of content from one or
more programming providers.

FIG. 2 is a block diagram illustrating a system for auto-
matically recording supplemental content. This system may
be interrelated with the system of FIG. 1.

FIG. 3 is a flow chart illustrating a first example method for
automatically recording supplemental content. This method
may be performed by the system of FIG. 2.

FIG. 4 is a flow chart illustrating a second example method
for automatically recording supplemental content. This
method may be performed by the system of FIG. 2.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

The description that follows includes sample systems,
methods, and computer program products that embody vari-
ous elements of the present disclosure. However, it should be
understood that the described disclosure may be practiced in
a variety of forms in addition to those described herein.

In various implementations, systems and methods of the
present disclosure may supplement automatic recording of
online content broadcast by a programming provider (such as
a satellite programming provider) by automatically recording
associated offline content from a source other than the pro-
gramming provider. For example, the offline content may be
obtained from one or more terrestrial broadcast systems and/
or other over-the-air content transmission systems, one or
more Internet protocol connections, and/or any source of
content other than the programming provider. Hence, content
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may be considered online if it is broadcast by the program-
ming provider and offline ifit is available from a source other
than broadcast by the programming provider. Additionally,
the recorded offline content may be considered to supplement
the recorded online content because the recorded offline con-
tent is associated with the recorded online content and is
obtained from a source other than the broadcast of the pro-
gramming provider. The recorded offline content is not lim-
ited to trailers for the recorded online content and/or other
such supporting content because the recorded offline content
is referred to herein as supplementary content.

Content receivers (such as set top boxes, television receiv-
ers, digital video recorders, mobile computers, cellular tele-
phones, smart phones, tablet computers, desktop computers,
and so on) may receive content from one or more program-
ming providers (such as satellite television programming pro-
viders, cable television programming providers, Internet ser-
vice providers, video on demand providers, pay-per-view
movie providers, digital music providers, and so on) via one
of more communication connections (such as satellite com-
munication connections, coaxial cable communication con-
nections, Internet communication connections, radio-fre-
quency connections, and so on). Such content receivers may
transmit such received content to one or more presentation
devices and/or store the received content for later presenta-
tion.

Users of content receivers may desire to access different
instances of content that are broadcast simultaneously and/or
substantially contemporaneously by content providers. For
example, many television programming viewers wish to
watch different television programs that occupy the same
broadcast time slot, such as the different television programs
associated with the major television programs that are broad-
cast between seven PM and ten PM mountain time. Content
receivers may attempt to address this issue by utilizing mul-
tiple tuners that can each separately present and/or record
different, simultaneously broadcast instances of content.
However, a separate tuner may still be required for each
simultaneous or substantially contemporaneous instance of
broadcast or otherwise received content that a content
receiver user wishes to view and/or record. Further, in addi-
tion to separate tuners required for each instance of content,
the content receiver may require sufficient resources to
descramble and store each of the instances of content desired
by the user.

FIG. 1 is a block diagram illustrating a system 100 for
automatically recording multiple instances of content from
one or more programming providers. The automatic record-
ing of multiple instances of content provided by the system
100 may enable users of content receivers to access diftferent
instances of content that are broadcast simultaneously and/or
substantially contemporaneously by content providers.

In various broadcast systems, content providers may
broadcast content to a plurality of different content receivers
via one or more frequency bands utilizing one or more satel-
lites. Each multiplexed signal contained in the frequency
band (sometimes referred to as a transponder) may be con-
figured to include data related to one or more instances of
content, such as one or more television programming chan-
nels. The data related to each of the programs may include
multiple PIDs (packet identifiers), such as a video PID and
one or more audio PIDs for a particular instance of content.
The data related to each of the instances of content included in
each frequency may be scrambled utilizing one or more CWs
(control words), which may then be encrypted to generate one
or more ECMs (entitlement control messages) which may in
turn be included with the data. A content receiver may typi-
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cally tune to one or more of the frequency bands to receive the
multiplexed signal that contains data for a particular program-
ming channel utilizing one or more tuners. The content
receiver may process only a subset of the programming chan-
nels by keeping the data associated with the particular pro-
gramming channel and discarding data received via the tuned
frequency band and multiplexed signal associated with other
programming channels, such as by utilizing a PID filter to
keep data identified by PIDs related to the particular program-
ming channel and discard data identified by PIDs not related
to that particular programming channel. The content receiver
may decrypt the ECM included with the data associated with
the particular programming channel to obtain the CW,
descramble the data utilizing the CW, and store and/or trans-
mit the data (e.g., decompressed, reconstructed audio and
video data) to one or more presentation devices.

As illustrated in FIG. 1, in this implementation, one or
more content providers may select multiple instances of con-
tent 101 to be automatically recorded such as by utilizing
predefined recording parameters. For example, a content pro-
vider may select all of the television events defined as “prime-
time events” associated with all channels defined as “prime-
time television channels” for a particular period of time
defined as “prime time” to be automatically recorded. Inother
examples, the content provider may select television events
associated with programming channels for a particular time
period (such as a half hour, multiple hours, and/or an entire
programming day) in response to user selections. After the
content provider selects the multiple instances of content, the
multiple instances of content may be multiplexed utilizing a
multiplexer 102. The multiplexed signal (which includes the
multiplexed selected multiple instances of content) may then
be scrambled by a scrambler 105 utilizing one or more CW's
103. The CW may be encrypted to generate an ECM by an
ECM generator 112 which may take the CW as an input (and
may also include other information such as access criteria)
and outputs the ECM, which may be included with the mul-
tiplexed signal. The scrambled multiplexed signal may then
be included in a broadcast on a frequency band (e.g., cable,
satellite), which may then be transmitted to one or more
satellites 106 for broadcast. The satellite 106 may receive the
frequency band (uplink frequency band) and then broadcast
the multiplexed signal to a number of content receivers on a
translated frequency band (downlink frequency band), such
as a content receiver that includes a tuner 107.

The tuner 107 may tune to the frequency band that includes
the multiple instances of content (which may be performed in
response to one or more recording instructions received by
the content receiver that includes the tuner from the content
provider). The data received via the tuned frequency (which
may be filtered by a PID filter, not shown) may be demulti-
plexed by a demultiplexer 109 and then descrambled by a
descrambler 110 utilizing the CW before being stored in a
non-transitory storage medium 111 (which may take the form
of, but is not limited to, a magnetic storage medium; optical
storage medium; magneto-optical storage medium; read only
memory; random access memory; erasable programmable
memory; flash memory; and so on) based on recording
parameters, such as predefined recording parameters. The
demultiplexer 109 may obtain the included ECM 104, and the
ECM may be provided to a smart card 108 that may decrypt
the ECM 104 to obtain the CW 103 for the descrambler 110.
Hence, the multiple instances of content may subsequently all
be available to a user of the content receiver (until such time
as they are removed from the non-transitory storage medium)
without requiring multiple tuners to receive each of the mul-
tiple instances of content, without requiring the smart card to
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decrypt multiple ECMs. In some implementations, the mul-
tiple instances of content may be stored in a single file.

Although the system 100 is illustrated in FIG. 1 and is
described above as including a number of specific compo-
nents configured in a specific arrangement, it is understood
that this is for the purposes of example and other arrange-
ments involving fewer and/or additional components are pos-
sible without departing from the scope of the present disclo-
sure. For example, in various implementations, the multiple
instances of content may be individually scrambled utilizing
the CW prior to multiplexing. In another example, in some
implementations, the data received via the tuned frequency
may be demultiplexed before being individually descrambled
utilizing the CW.

In some implementations of the system of FIG. 1, multiple
instances of content may be recorded simultaneously from a
single transponder and stored in the non-transitory storage
medium 111 of the content receiver as a single file of multiple
recorded instances of content. Upon playing of one instance
of content from the single file of the multiple recorded
instances of content, the content receiver may read the file
incrementally so as to play the one instance of content while
filtering out the other file contents (e.g., the other instance of
content within the file).

The system 100 provides automatic recording of multiple
instances of content from a content provider. However, the
system 100 may not provide the ability to also automatically
record supplemental content that is associated with the mul-
tiple instances of content. This may particularly be the case if
the supplemental content is not available from the content
provider, such as when a particular television channel (and/or
a particular subchannel of a channel that is carried) is not
carried by a content provider.

For example, the multiple instances of content may include
all of the television programming aired by three of the four
major television networks between the times of seven PM and
10 PM mountain time. It may be desired to automatically
record all of the television programming aired by all four
major television networks between the times of seven PM and
10 PM mountain time, but the content provider may not be
able to provide the television programming aired by the
fourth major television network. In another example, the mul-
tiple instances of content available from the content provider
may have a particular resolution, but other versions of the
multiple instances of content that have a higher resolution
may be available from other sources. As such, a user may
want to automatically record higher resolution versions to
supplement the automatic recording of the multiple instances
of content, possibly replacing one or more of the multiple
instances of content that is automatically recorded.

The present disclosure discloses systems and methods for
automatically recording supplemental content. At least one
first content provider may transmit instructions to one or more
content receivers to record multiple instances of content. The
instructions may specify for the content receiver to record the
multiple instances of content from at least one broadcast
transmitted by the content provider via a first communication
link (such as a satellite communication link) wherein the
multiple instances of content are all included in the same
frequency band of the broadcast and scrambled utilizing the
same control word.

The content provider may determine to supplement the
multiple instances of content and may transmit one or more
instructions to record one or more supplemental instances of
content from at least one second content provider via a second
communication link (such as a terrestrial broadcast commu-
nication link and/or an Internet protocol communication
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link). The content provider may determine to supplement the
multiple instances of content based on one or more associa-
tions between the multiple instances of content and the
supplemental instance of content.

The content receiver may receive the instructions to record
the multiple instances of content. In response to the instruc-
tions to record the multiple instances of content, the content
receiver may accordingly receive the multiple instances of
content via the first communication link, descramble the mul-
tiple instances of content utilizing the same control word
(which may be obtained by decrypting the same entitlement
control message), and store the multiple instances of content.
The content receiver may also receive the instruction to
record the supplemental instance of content, receive the
supplemental instance of content via the second communica-
tion link, and store the supplemental instance of content. As
such, the content receiver is enabled to automatically record
the multiple instances of content from the first content pro-
vider as well as automatically record supplemental instances
of content.

FIG. 2 is a block diagram illustrating a system 200 for
automatically recording supplemental content. This system
200 may be interrelated with the system 100 of FIG. 1. The
system 200 includes a content receiver 201 which may be any
kind of content receiver such as a set top box, a television
receiver, a digital video recorder, a mobile computer, a cellu-
lar telephone, a smart phone, a tablet computer, a desktop
computer, and/or any other kind of device capable of receiv-
ing content from one or more content providers. The system
may also include a content provider 202 and a content pro-
vider 204, both of which may be any kind of content provider
such as a satellite and/or cable television provider, a video on
demand provider, a pay-per-view movie provider, a digital
music provider, and/or any other provider capable of trans-
mitting content to the content receiver. Further, the system
may include one or more presentation devices 203 which may
be any kind such as a cathode ray tube display, a liquid crystal
display, a computer monitor, a television, a speaker, a plasma
screen display, a printer, and/or any other device capable of
presenting content transmitted by the content receiver.

The content receiver 201 may include one or more process-
ing units 205, non-transitory storage media 206, communi-
cation components 1 and 2 207 and 208, output component
209, and user interface components 210. The processing unit
may execute instructions stored in the non-transitory storage
medium to receive content from the content provider 1 202
via the communication component 1 207 and/or receive con-
tent from the content provider 2 204 via the communication
component 2 208, store such content in the non-transitory
storage medium, and/or transmit such content to the presen-
tation device 203 via the output component. The processing
unit may perform such actions in response to instructions
received from a user via the user interface component and/or
instructions received from the content provider 1 202 via the
communication component 1 207 and/or receive content from
the content provider 2 204 via the communication component
2208.

The content receiver 201 may receive instructions for auto-
matically recording multiple instances of content from the
content provider 1 202 via the communication component
207 as described with respect to FIG. 1 above (in which case
the communication component 1 207 may perform the func-
tions ofthe tuner 107 and the processing unit 105 may include
components that perform the functions of the smart card 108,
the descrambler 110, and/or the demultiplexer 109). The mul-
tiple instances of content be included in one or more broad-
casts transmitted the content provider 1 202 via a first com-
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munication link (such as a satellite communication link) to
the communication component 207 wherein the multiple
instances of content are all included in the same frequency
band of the broadcast and scrambled utilizing the same con-
trol word. Based on the instructions for automatically record-
ing the multiple instances of content, the content receiver may
receive the multiple instances of content, descramble the
multiple instances of content utilizing the same control word,
and store the multiple instances of content in the non-transi-
tory storage medium.

The content receiver 201 may receive instructions for auto-
matically recording one or more supplemental instances of
content. The instructions for automatically recording the
supplemental instance of content may be received from the
content provider 1 202 via the communication component
207 and may specity to record the supplemental instance of
content from the content provider 2 204 via a second com-
munication link (such as a terrestrial broadcast link and/or an
Internet protocol link) utilizing the communication compo-
nent 2 208. The supplemental content may have one or more
associations with the multiple instances of content.

As described with respect to FIG. 1 above, in some imple-
mentations, the multiple instances of content may all be mem-
bers of a group of content, such as television programming
aired by one or more of the major four television networks
between the hours of seven PM and ten PM mountain time. In
such implementations, the supplemental instances of content
may include instances of content that are members of the
group of content but are not included in the multiple instances
of content, different versions of instances of content included
in the multiple instances of content (such as higher resolution
versions), instances of content that correspond to subchannels
of channels that correspond to instances of content included
in the multiple instances of content, and so on.

In some implementations, the supplemental instance of
content may be available from the content provider 2 204 but
may not be available from the content provider 1 202. Further,
in various implementations, the content provider 1 202 may
select the supplemental instance of content to transmit
recording instructions regarding in response to user input
received via the user interface component 210. Moreover, in
some implementations, the supplemental instance of content
may replace one of more of the multiple instances of content
and the respective instance of content of the multiple instance
of content may be deleted, overwritten, and/or otherwise
removed from the non-transitory storage medium 206 when
the supplemental instance of content is recorded.

FIG. 3 illustrates a first example method 300 for automati-
cally recording supplemental content. The method 300 may
be performed by the content receiver 201 of FIG. 2. The flow
begins at block 301 and proceeds to block 302 where the
content receiver operates. The flow then proceeds to block
303 where the processing unit 205 determines whether or not
instructions to automatically record one or more instances of
content have been received. If so, the flow proceeds to block
304 where the processing unit records the one or more
instances of content in the non-transitory storage medium 206
before the flow proceeds to block 305. Otherwise, the flow
proceeds directly to block 305.

At block 305, the processing unit 205 determines whether
or not supplemental instructions to automatically record
supplemental instances of content have been received. If not,
returns to block 302 and the content receiver 201 continues to
operate. Otherwise, the flow proceeds to block 306.

Atblock 306, after the processing unit 205 determines that
supplemental instructions to automatically record supple-
mental instances of content have been received, the process-
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ing unit determines whether or not to implement the supple-
mental instructions to automatically record the supplemental
instances of content. The processing unit may make this
determination based on one or more user inputs, configura-
tion settings, and so on. If so, the flow proceeds to block 307
where the processing unit records the supplemental instances
of content in the non-transitory storage medium before the
flow returns to block 302 and the content receiver 201 con-
tinues to operate. Otherwise, the flow returns directly to block
302 and the content receiver continues to operate.

FIG. 4 illustrates a second example method 400 for auto-
matically recording supplemental content. The method 400
may be performed by one or more computing devices of the
content provider 1 202 of FIG. 2. The flow begins at block 401
and proceeds to block 402 where the computing device of the
content provider 1 202 operates. The flow then proceeds to
block 403 where the computing device of the content provider
determines whether or not to broadcast content to the content
receiver 201. The computing device of the content provider
may broadcast content to the content receiver as part of broad-
casting content to a plurality of different content receivers. If
s0, the flow proceeds to block 404. Otherwise, the flow pro-
ceeds to block 409.

At block 404, after the computing device of the content
provider 1 202 determines to transmit content to the content
receiver 201, the computing device of the content provider
determines whether or not the content to be transmitted
includes multiple instances of content to be automatically
recorded. If not, the flow proceeds to block 405 where the
computing device of the content provider transmits content to
the content receiver before the flow returns to block 402 and
the computing device of the content provider continues to
operate. Otherwise, the flow proceeds to block 406.

At block 406, after the computing device of the content
provider 1 202 determines that the content to be transmitted
includes multiple instances of content to be automatically
recorded, the computing device of the content provider mul-
tiplexes the multiple instances of content and the flow pro-
ceeds to block 407. At block 407, the computing device of the
content provider scrambles the multiple instances of content
utilizing the same control word. The flow then proceeds to
block 408 where the computing device of the content provider
transmits the scrambled and multiplexed multiple instances
of content via the same frequency band of a broadcast. Next,
the flow returns to block 402 where the computing device of
the content provider continues to operate.

At block 409, after the computing device of the content
provider 1 202 determines not to transmit content to the
content receiver 201, the computing device of the content
provider determines whether or not to transmit instructions to
automatically record multiple instances of content to the con-
tent receiver. If not, the flow returns to block 402 and the
computing device of the content provider continues to oper-
ate. Otherwise, the flow proceeds to block 410.

At block 410, after the computing device of the content
provider 1 202 determines to transmit instructions to auto-
matically record multiple instances of content to the content
receiver 201, the computing device of the content provider
signals the instructions and the flow proceeds to block 411. At
block 411, the computing device of the content provider
determines if content exists that is associated with the mul-
tiple instances of content. The flow then proceeds to block
412 where the computing device of the content provider
determines whether or not associated content is available. If
not, the flow returns to block 402 and the computing device of
the content provider continues to operate. Otherwise, the flow
proceeds to block 413.
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At block 413, after the computing device of the content
provider 1 202 determines that associated content is available,
the computing device of the content provider determines
whether or not to transmit supplemental instructions to the
content receiver 201 to automatically record supplemental
content. If not, the flow returns to block 402 and the comput-
ing device of the content provider continues to operate. Oth-
erwise, the flow proceeds to block 414 where the computing
device of the content provider transmits the supplemental
instructions to the content receiver and the flow returns to
block 402 where the computing device of the content provider
continues to operate.

Returning to FIG. 2, in a first example, the content provider
1 202 may instruct the content receiver 201 to automatically
record multiple instances of content, included in the same
frequency band of a broadcast, corresponding to television
programs broadcast by three of the four major television
networks between the hours of seven PM and ten PM moun-
tain time. The content provider 1 202 may desire to include
such television programs broadcast by all four of the major
television networks, but the same frequency band of the
broadcast may not include sufficient capacity to include such
television programs broadcast by all four of the major televi-
sion networks. As such, the content provider 1 202 may
transmit supplemental instructions specifying for the content
receiver to record television programming aired by the fourth
of the major television networks between the hours of seven
PM and ten PM mountain time from a terrestrial broadcast
source. Thus, subsequent to executing the instructions and the
supplemental instructions, the content receiver may store all
of the television programs broadcast by the four major tele-
vision networks between the hours of seven PM and ten PM
mountain time.

In a second example, the content provider 1 202 may
instruct the content receiver 201 to automatically record mul-
tiple instances of content, included in the same frequency
band of a broadcast, corresponding to television programs
broadcast by the four major television networks between the
hours of seven PM and ten PM mountain time. The content
provider 1202 may desire to also include television programs
associated with a subchannel corresponding to one of the
major four television networks for the above time period, but
the content provider 1 202 may not have access to television
programs associated with the subchannel. As such, the con-
tent provider 1 202 may transmit supplemental instructions
specifying for the content receiver to record television pro-
gramming aired associated with the subchannel during the
time period mentioned above from a source where such tele-
vision programs are available, such as a terrestrial broadcast
source or an Internet source. Thus, subsequent to executing
the instructions and the supplemental instructions, the con-
tent receiver may store the television programs broadcast by
the four major television networks between the hours of seven
PM and ten PM mountain time as well as the television
programs associated with the subchannel for the same time
period.

In a third example, the content provider 1 202 may instruct
the content receiver 201 to automatically record multiple
instances of content, included in the same frequency band of
a broadcast, corresponding to television programs broadcast
the four major television networks between the hours of seven
PM and ten PM mountain time. However, the versions of the
multiple instances of content available via the content pro-
vider 1 202 may have a lower resolution than the versions of
the same instances of content available via another source,
such as a terrestrial broadcast source and/or an Internet source
(which may be the content provider 2 204). As such, the

35

40

45

55

10

content provider 1 202 may transmit supplemental instruc-
tions specifying for the content receiver to record one or more
versions of the multiple instances of content from the other
source. The supplemental instructions in this example may be
transmitted in response to one or more user requests received
via the user interface component 210 of the content receiver.

As such, after executing the instructions and the supple-
mental instructions, the content receiver 201 may store the
versions of the multiple instances of content recorded from
the content provider 1 202 as well as one or more higher
resolution versions of the multiple instances of content avail-
able from the other source. In some cases, the content receiver
may overwrite one or more of the multiple instances of con-
tent recorded from the content provider 1 202 for which
corresponding versions are recorded from the other source
with the corresponding other version and/or otherwise delete
the version recorded from the content provider 1 202.

In the present disclosure, the methods disclosed may be
implemented as sets of instructions or software readable by a
device. Further, it is understood that the specific order or
hierarchy of steps in the methods disclosed are examples of
sample approaches. In other embodiments, the specific order
or hierarchy of steps in the method can be rearranged while
remaining within the disclosed subject matter. The accompa-
nying method claims present elements of the various steps in
a sample order, and are not necessarily meant to be limited to
the specific order or hierarchy presented.

The described disclosure may be provided as a computer
program product, or software, that may include a non-transi-
tory machine-readable medium having stored thereon
instructions, which may be used to program a computer sys-
tem (or other electronic devices) to perform a process accord-
ing to the present disclosure. A non-transitory machine-read-
able medium includes any mechanism for storing information
in a form (e.g., software, processing application) readable by
a machine (e.g., a computer). The non-transitory machine-
readable medium may take the form of, but is not limited to,
a magnetic storage medium (e.g., floppy diskette, video cas-
sette, and so on); optical storage medium (e.g., CD-ROM);
magneto-optical storage medium; read only memory (ROM);
random access memory (RAM); erasable programmable
memory (e.g., EPROM and EEPROM); flash memory; and so
on.

It is believed that the present disclosure and many of its
attendant advantages will be understood by the foregoing
description, and it will be apparent that various changes may
be made in the form, construction and arrangement of the
components without departing from the disclosed subject
matter or without sacrificing all of its material advantages.
The form described is merely explanatory, and it is the inten-
tion of the following claims to encompass and include such
changes.

While the present disclosure has been described with ref-
erence to various embodiments, it will be understood that
these embodiments are illustrative and that the scope of the
disclosure is not limited to them. Many variations, modifica-
tions, additions, and improvements are possible. More gen-
erally, embodiments in accordance with the present disclo-
sure have been described in the context or particular
embodiments. Functionality may be separated or combined
in blocks differently in various embodiments of the disclosure
or described with different terminology. These and other
variations, modifications, additions, and improvements may
fall within the scope of the disclosure as defined in the claims
that follow.
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The invention claimed is:
1. A television receiver configured to record supplemental
content, the television receiver comprising:
one or more tuners;
one or more processors; and
a memory communicatively coupled with and readable by
the one or more processors and having stored therein
processor-readable instructions which, when executed
by the one or more processors, cause the one or more
processors to:
receive one or more instructions, via a tuner of the one or
more tuners, to record a content instance received via
a broadcast communication link;
record, based on the one or more instructions, the con-
tent instance;
receive one or more supplemental instructions to record
a supplemental content instance, wherein recording
of the supplemental content instance is to occur via a
second communication link; and
record, based on the one or more supplemental instruc-
tions, the supplemental content instance via the sec-
ond communication link.
2. The television receiver configured to record supplemen-
tal content of claim 1, wherein:
the content instance received via the broadcast communi-
cation link is received from a first content provider; and

the supplemental content instance received via the second
communication link is received from a second content
provider.

3. The television receiver configured to record supplemen-
tal content of claim 2, wherein:

the broadcast communication link is a satellite-based

broadcast communication link; and

the second communication link is selected from the group

consisting of:
a terrestrial broadcast communication link; and
an Internet protocol communication link.
4. The television receiver configured to record supplemen-
tal content of claim 3, wherein the content instance is part of
a plurality of content instances that are each included in a
same frequency band of a satellite broadcast, the processor-
readable instructions which, when executed by the one or
more processors, further causing the one or more processors
to:
receive one or more instructions, via the tuner of the one or
more tuners, to record the plurality of content instances
received via the broadcast communication link; and

record, based on the one or more instructions, the plurality
of content instances.

5. The television receiver configured to record supplemen-
tal content of claim 4, wherein each content instance of the
plurality of content instances are concurrently scrambled
using a same control word.

6. The television receiver configured to record supplemen-
tal content of claim 1, wherein the supplemental content
instance is associated with the content instance.

7. The television receiver configured to record supplemen-
tal content of claim 1, wherein the processor-readable instruc-
tions which, when executed by the one or more processors,
further causing the one or more processors to:

delete the recorded content instance after the supplemental

content instance is recorded, wherein the recorded con-
tent instance and the recorded supplemental content
instance are different instances of a same content.

8. The television receiver configured to record supplemen-
tal content of claim 2, wherein the supplemental content
instance is not broadcast by the first content provider.
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9. The television receiver configured to record supplemen-
tal content of claim 2, wherein the processor readable instruc-
tions which, when executed by the one or more processors,
cause the one or more processors to record, based on the one
or more supplemental instructions, the supplemental content
instance via the second communication link are contingent on
the content instance failing to be properly recorded.

10. A method for recording supplemental content, the
method comprising:

receiving, by a television receiver, one or more instruc-

tions, via a tuner of the television receiver, to record a
content instance received via a broadcast communica-
tion link;

recording, by the television receiver, based on the one or

more instructions, the content instance;

receiving, by the television receiver, one or more supple-

mental instructions to record a supplemental content
instance, wherein recording of the supplemental content
instance is to occur via a second communication link;
and

recording, by the television receiver, based on the one or

more supplemental instructions, the supplemental con-
tent instance via the second communication link.
11. The method for recording supplemental content of
claim 10, wherein:
the content instance received via the broadcast communi-
cation link is received from a first content provider; and

the supplemental content instance received via the second
communication link is received from a second content
provider.

12. The method for recording supplemental content of
claim 11, wherein:

the broadcast communication link is a satellite-based

broadcast communication link; and

the second communication link is selected from the group

consisting of:
a terrestrial broadcast communication link; and
an Internet protocol communication link.

13. The method for recording supplemental content of
claim 12, wherein the content instance is part of a plurality of
content instances that are each included in a same frequency
band of a satellite broadcast, the method further comprising:

receiving, by the television receiver, one or more instruc-

tions, via the tuner of the television receiver, to record
the plurality of content instances received via the broad-
cast communication link; and

recording, by the television receiver, based on the one or

more instructions, the plurality of content instances.

14. The method for recording supplemental content of
claim 13, wherein each content instance of the plurality of
content instances are concurrently scrambled using a same
control word.

15. The method for recording supplemental content of
claim 10, wherein the supplemental content instance is asso-
ciated with the content instance.

16. The method for recording of claim 1, further compris-
ing

deleting, by the television receiver, the recorded content

instance after the supplemental content instance is

recorded, wherein

the recorded content instance and the recorded supple-
mental content instance are different instances of a
same content.

17. The method for recording supplemental content of
claim 11, wherein the supplemental content instance is not
broadcast by the first content provider.
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18. The method for recording supplemental content of record, based on the one or more supplemental instruc-
claim 11, recording, based on the one or more supplemental tions, the supplemental content instance via the second
instructions, the supplemental content instance via the second communication link.

communication link is contingent on the content instance
failing to be properly recorded.

19. A non-transitory processor-readable medium for
recording supplemental content, comprising processor-read-
able instructions configured to cause one or more processors
to:

receive one or more instructions, via a tuner of the one or 19

more tuners, to record a content instance received via a
broadcast communication link;

record, based on the one or more instructions, the content

instance;

receive one or more supplemental instructions to record a 15

supplemental content instance, wherein recording of the
supplemental content instance is to occur via a second
communication link; and ® ok ok ok

20. The non-transitory processor-readable medium of

5 claim 19, wherein:

the content instance received via the broadcast communi-
cation link is received from a first content provider;

the supplemental content instance received via the second
communication link is received from a second content
provider;

the broadcast communication link is a satellite-based
broadcast communication link; and

the second communication link is selected from the group
consisting of:
a terrestrial broadcast communication link; and
an Internet protocol communication link.



